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Brown to Dark Grayish Brown Lean Clay with
Sand (CL) (10YR 4/3 to 10YR 4/2) Soft to hard,
moist to dry, 80% clay, 15% sand, 5% fine gravel
(Fill)

@ 7 ft.:  Dry, hard

Very Dark Grayish Brown Sandy Lean Clay (CL)
(10YR 3/2) Hard, dry, 60% clay, 40% sand, trace
gravel, iron oxide void space in-filling (Fill)

@ 16.5 ft.: Change to Very Dark Gray (5Y 3/1),
stained appearance possible pond bottom
material, no odor

@ 21.2 - 22.2 ft.: Chloride diffusion sample
collected

Olive Brown Weathered Mudstone (2.5Y 4/3),
Moderately consolidated, shaley to platey bedding,
intensely fractured to crushed, low hardness,
weak, deeply weathered, iron oxide and gypsum
@ 25 ft.:  Liesegang banding

@ 28 ft.: Dark Gray weathered to unweathered
Transition Zone

Dark Gray Mudstone (5Y 4/1), Moderately
consolidated, massive, low hardness, weak to
moderately strong, little to no weathering; two
subhorizontal fractures with iron oxide at 31 and
32 ft.

6.5" DIA.
BOREHOLE: 0 to
40.5 ft.

2" DIA. SCHED.
40 PVC CASING:
+1.9 to 40 ft.

BENTONITE-
CEMENT SEAL: 0
to 19 ft.

BENTONITE-
PELLET SEAL: 19
to 22 ft.

Medium Aquarium
SANDPACK: 22 to
25 ft.

2 in DIA.
SLOTTED
CASING (0.040"):
25 to 40 ft.
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Bottom of cored interval at 38 ft.
Boring opened to 40.5 ft.HOLE CLEANED

OUT to 40.5 ft.
BOTTOM WELL
CAP: 40.5 ft.
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